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TOWN OF WAPPINGER DUTCHESS COUNTY, NEW YORK

BAC PROPERTIES, LLC FULL BUILD OUT

SITE PLAN

WILLIAM H. POVALL III, P.E.
N.Y.S.P.E. LICENSE #075020

3 NANCY COURT, SUITE 4
WAPPINGERS FALLS, NY 12590

TEL.: (845) 897-8205
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CONTROL PLAN
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1. ALL EROSION AND SEDIMENT CONTROL MEASURES ARE TO BE IN STRICT COMPLIANCE WITH ALL EROSION AND SEDIMENT CONTROL MEASURES ARE TO BE IN STRICT COMPLIANCE WITH "NEW YORK STATE STANDARDS AND SPECIFICATIONS FOR EROSION AND SEDIMENT CONTROL", AUGUST 2005 AND SUBSEQUENT REVISIONS. 2. PRIOR TO THE COMMENCEMENT OF CONSTRUCTION, ALL EROSION AND SEDIMENT CONTROL PRIOR TO THE COMMENCEMENT OF CONSTRUCTION, ALL EROSION AND SEDIMENT CONTROL MEASURES SHALL BE INSTALLED IN ACCORDANCE WITH THE PLANS.  SITE PREPARATION ACTIVITIES SHALL BE PLANNED TO MINIMIZE THE SCOPE AND DURATION OF SOIL DISRUPTION. EXISTING VEGETATION SHALL BE PRESERVED AS MUCH AS IS PRACTICAL. 3. THE CONTRACTOR AND HIS/HER SUBCONTRACTOR(S) SHALL IDENTIFY THE TRAINED THE CONTRACTOR AND HIS/HER SUBCONTRACTOR(S) SHALL IDENTIFY THE TRAINED INDIVIDUAL THAT WILL BE RESPONSIBLE FOR THE IMPLEMENTATION AND MAINTENANCE OF THE EROSION AND SEDIMENT CONTROL MEASURES ALL EROSION AND SEDIMENT CONTROL MEASURES THROUGHOUT THE DURATION OF CONSTRUCTION.   4. PERMANENT TRAFFIC CORRIDORS SHALL BE ESTABLISHED AND "ROUTES OF CONVENIENCE" PERMANENT TRAFFIC CORRIDORS SHALL BE ESTABLISHED AND "ROUTES OF CONVENIENCE" SHALL BE AVOIDED. STABILIZED CONSTRUCTION ENTRANCES SHALL BE INSTALLED AT ALL POINTS OF ENTRY ONTO THE PROJECT SITE. 5. DAMAGE TO SURFACE WATERS RESULTING FROM EROSION AND SEDIMENTATION SHALL BE DAMAGE TO SURFACE WATERS RESULTING FROM EROSION AND SEDIMENTATION SHALL BE MINIMIZED BY STABILIZING DISTURBED AREAS AND BY REMOVING SEDIMENT FROM CONSTRUCTION SITE DISCHARGES. 6. EROSION AND SEDIMENT CONTROL INSPECTIONS: EROSION AND SEDIMENT CONTROL INSPECTIONS: A. THE TRAINED INDIVIDUAL SHALL INSPECT ALL EROSION AND SEDIMENT CONTROL THE TRAINED INDIVIDUAL SHALL INSPECT ALL EROSION AND SEDIMENT CONTROL MEASURES ON A WEEKLY BASIS AND FOLLOWING EACH RAINFALL EVENT TO MEASURE PROPER PERFORMANCE. ANY SILTATION BUILDUP WILL BE CLEANED, AND SHIFTED HAY BALES WILL BE REINFORCED.  ALL DAMAGES TO EROSION AND SEDIMENT CONTROLS SHALL BE REPAIRED EITHER AT THE BEGINNING OR AT THE END OF EACH WORKING DAY. B. THE QUALIFIED PROFESSIONAL SHALL CONDUCT SITE INSPECTIONS EVERY 7 DAYS THE QUALIFIED PROFESSIONAL SHALL CONDUCT SITE INSPECTIONS EVERY 7 DAYS DURING CONSTRUCTION. ANY DEFICIENCIES NOTED IN THE REPORTS SHALL BE CORRECTED IMMEDIATELY BY THE CONTRACTOR. 8. ALL RECORDS, INCLUDING COPIES OF THE SWPPP, SPDES PERMIT AND INSPECTION ALL RECORDS, INCLUDING COPIES OF THE SWPPP, SPDES PERMIT AND INSPECTION REPORTS, SHALL BE MAINTAINED ONSITE AND BE PUBLICLY ACCESSIBLE.  9. THE CONTRACTOR IS RESPONSIBLE FOR CONTROLLING DUST BY SPRINKLING EXPOSED SOIL THE CONTRACTOR IS RESPONSIBLE FOR CONTROLLING DUST BY SPRINKLING EXPOSED SOIL AREAS PERIODICALLY WITH WATER AS REQUIRED. THE CONTRACTOR IS TO SUPPLY ALL EQUIPMENT AND WATER. 10. EARTHWORK ACTIVITIES SHALL BE CONSISTENT WITH THE PLANS. EARTHWORK OPERATION EARTHWORK ACTIVITIES SHALL BE CONSISTENT WITH THE PLANS. EARTHWORK OPERATION AREAS SHALL BE STABILIZED ON AN ONGOING BASIS WITH NO AREAS, WHICH ARE NOT CURRENTLY UNDER CONSTRUCTION, LEFT WITHOUT AT LEAST TEMPORARY COVER FOR MORE THAN 48 HOURS. 11. STOCKPILED TOPSOIL SHALL BE TEMPORARILY SEEDED, MULCHED, AND ENCLOSED WITH STOCKPILED TOPSOIL SHALL BE TEMPORARILY SEEDED, MULCHED, AND ENCLOSED WITH SILT FENCING.  ALL GRASS SEED WILL CONTAIN AT LEAST 25 PERCENT RAPID GERMINATING PERENNIAL RYE GRASS. 12. EROSIVE MATERIAL TEMPORARILY STOCKPILED ON THE SITE DURING THE CONSTRUCTION EROSIVE MATERIAL TEMPORARILY STOCKPILED ON THE SITE DURING THE CONSTRUCTION PROCESS SHALL BE LOCATED IN AN AREA AWAY FROM STORM DRAINAGE AND SHALL BE PROPERLY PROTECTED BY A SURROUNDING SILT FENCE BARRIER. 13. FOLLOWING THE COMPLETION OF CONSTRUCTION ACTIVITIES IN ANY PORTION OF THE SITE, FOLLOWING THE COMPLETION OF CONSTRUCTION ACTIVITIES IN ANY PORTION OF THE SITE, PERMANENT VEGETATION SHALL BE ESTABLISHED ON ALL EXPOSED SOILS. 14. IF THE CONSTRUCTION PROCESS EXPOSES SIGNIFICANT SOIL AREAS FOR ANY LENGTH OF IF THE CONSTRUCTION PROCESS EXPOSES SIGNIFICANT SOIL AREAS FOR ANY LENGTH OF TIME, INCREASED POTENTIAL FOR EROSION AND DUST CREATION WILL OCCUR.  THE CONTRACTOR SHALL PROVIDE, AT THE TOWN ENGINEERS AND/OR PROJECT ENGINEERS DIRECTION, SUPPLEMENTAL SURFACE TREATMENTS (SUCH AS SILT FENCE, TEMPORARY SWALES AND/OR RIP-RAP INTERCEPT POOLS, AND DUST CONTROL MEASURES) AS MAY BE REQUIRED. 15. TEMPORARY EROSION AND SEDIMENT CONTROL MEASURES SHALL BE REMOVED WHEN ALL TEMPORARY EROSION AND SEDIMENT CONTROL MEASURES SHALL BE REMOVED WHEN ALL DISTURBED AREAS HAVE UNDERGONE FINAL STABILIZATION AND WHEN UPGRADIENT SURFACES ARE PROPERLY STABILIZED AND ALL STORMWATER MANAGEMENT SYSTEMS ARE IN PLACE AND OPERABLE. ALL AREAS DISTURBED BY THE REMOVAL OF THE TEMPORARY EROSION AND SEDIMENT CONTROL MEASURES SHALL BE FILLED IN, TOPSOILED, SEEDED, AND MULCHED.   16. TOWN OF WAPPINGER STORMWATER MANAGEMENT OFFICER SHALL BE NOTIFIED AT LEAST 48 TOWN OF WAPPINGER STORMWATER MANAGEMENT OFFICER SHALL BE NOTIFIED AT LEAST 48 HOURS PRIOR TO THE FOLLOWING: A. START OF CONSTRUCTION. START OF CONSTRUCTION. B. INSTALLATION OF SEDIMENT AND EROSION CONTROL MEASURES. INSTALLATION OF SEDIMENT AND EROSION CONTROL MEASURES. C. COMPLETION OF SITE CLEARING. COMPLETION OF SITE CLEARING. D. COMPLETION OF ROUGH GRADING. COMPLETION OF ROUGH GRADING. E. COMPLETION OF FINAL GRADING. COMPLETION OF FINAL GRADING. F. CLOSE OF CONSTRUCTION SEASON. CLOSE OF CONSTRUCTION SEASON. G. COMPLETION OF FINAL LANDSCAPING. COMPLETION OF FINAL LANDSCAPING. H. SUCCESSFUL ESTABLISHMENT OF LANDSCAPING IN PUBLIC AREAS.SUCCESSFUL ESTABLISHMENT OF LANDSCAPING IN PUBLIC AREAS.
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EROSION AND SEDIMENT CONTROL NOTES:
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GOOD HOUSEKEEPING PRACTICES ARE DESIGNED TO MAINTAIN A CLEAN AND ORDERLY WORK ENVIRONMENT.  GOOD HOUSEKEEPING MEASURES SHALL BE MAINTAINED THROUGHOUT THE CONSTRUCTION PROCESS BY THOSE PARTIES INVOLVED WITH THE DIRECT CARE AND DEVELOPMENT OF THE SITE.  THE FOLLOWING MEASURES SHOULD BE IMPLEMENTED TO CONTROL THE POSSIBLE EXPOSURE OF HARMFUL SUBSTANCES AND MATERIALS TO STORMWATER RUNOFF: 1. MATERIAL RESULTING FROM THE CLEARING AND GRUBBING OPERATION SHALL BE STOCKPILED MATERIAL RESULTING FROM THE CLEARING AND GRUBBING OPERATION SHALL BE STOCKPILED AWAY FROM STORM DRAINAGE, WATER BODIES AND/OR WATERCOURSES AND SURROUNDED WITH ADEQUATE EROSION AND SEDIMENT CONTROL MEASURES.  SOIL STOCKPILE LOCATIONS SHALL BE EXPOSED NO LONGER THAN 14 DAYS BEFORE SEEDING.  2. EQUIPMENT MAINTENANCE AREAS SHALL BE PROTECTED FROM STORMWATER FLOWS AND EQUIPMENT MAINTENANCE AREAS SHALL BE PROTECTED FROM STORMWATER FLOWS AND SHALL BE SUPPLIED WITH APPROPRIATE WASTE RECEPTACLES FOR SPENT CHEMICALS, SOLVENTS, OILS, GREASES, GASOLINE, AND ANY POLLUTANTS THAT MIGHT CONTAMINATE THE SURROUNDING HABITAT AND/OR WATER SUPPLY.  EQUIPMENT WASH-DOWN ZONES SHALL BE LOCATED WITHIN AREAS DRAINING TO SEDIMENT CONTROL DEVICES.   3. THE USE OF DETERGENTS FOR LARGE-SCALE (I.E., VEHICLES, BUILDINGS, PAVEMENT THE USE OF DETERGENTS FOR LARGE-SCALE (I.E., VEHICLES, BUILDINGS, PAVEMENT SURFACES, ETC.) WASHING IS PROHIBITED. 4. MATERIAL STORAGE LOCATIONS AND FACILITIES (I.E., COVERED STORAGE AREAS, STORAGE MATERIAL STORAGE LOCATIONS AND FACILITIES (I.E., COVERED STORAGE AREAS, STORAGE SHEDS, ETC.) SHALL BE LOCATED ON-SITE AND SHALL BE STORED ACCORDING TO THE MANUFACTURER'S STANDARDS IN A DEDICATED STAGING AREA.  CHEMICALS, PAINTS, SOLVENTS, FERTILIZERS, AND OTHER TOXIC MATERIAL MUST BE STORED IN WATERPROOF CONTAINERS.  RUNOFF CONTAINING SUCH MATERIALS MUST BE COLLECTED, REMOVED FROM THE SITE, TREATED AND DISPOSED AT AN APPROVED SOLID WASTE OR CHEMICAL DISPOSAL FACILITY.   5. HAZARDOUS SPILLS SHALL BE IMMEDIATELY CONTAINED TO PREVENT SUCH POLLUTANTS FROM HAZARDOUS SPILLS SHALL BE IMMEDIATELY CONTAINED TO PREVENT SUCH POLLUTANTS FROM ENTERING THE SURROUNDING HABITAT AND/OR WATER SUPPLY.  SPILL KITS SHALL BE PROVIDED ON-SITE AND SHALL BE DISPLAYED IN A PROMINENT LOCATION FOR EASE OF ACCESS AND USE.  SPILLS GREATER THAN FIVE (5) GALLONS SHALL BE REPORTED TO THE NYSDEC RESPONSE UNIT AT 1-800-457-7362.  IN ADDITION, A RECORD OF THE INCIDENT(S) AND/OR NOTIFICATIONS SHALL BE DOCUMENTED AND ATTACHED TO THE SWPPP. 6. PORTABLE SANITARY WASTE FACILITIES SHALL BE PROVIDED ON-SITE FOR WORKERS AND PORTABLE SANITARY WASTE FACILITIES SHALL BE PROVIDED ON-SITE FOR WORKERS AND SHALL BE PROPERLY MAINTAINED. 7. DUMPSTERS AND/OR DEBRIS CONTAINERS SHALL BE LOCATED ON-SITE AND SHALL BE OF DUMPSTERS AND/OR DEBRIS CONTAINERS SHALL BE LOCATED ON-SITE AND SHALL BE OF ADEQUATE SIZE TO MANAGE RESPECTIVE MATERIALS.  REGULAR COLLECTION AND DISPOSAL OF WASTES SHALL OCCUR AS REQUIRED. 8. TEMPORARY CONCRETE WASHOUT FACILITIES SHOULD BE LOCATED A MINIMUM OF 60 FEET TEMPORARY CONCRETE WASHOUT FACILITIES SHOULD BE LOCATED A MINIMUM OF 60 FEET FROM STORM DRAIN INLETS, OPEN DRAINAGE FACILITIES, AND WATERCOURSES.  EACH FACILITY SHOULD BE LOCATED AWAY FROM CONSTRUCTION TRAFFIC OR ACCESS AREAS TO PREVENT DISTURBANCE OR TRACKING.  A SIGN SHOULD BE INSTALLED ADJACENT TO EACH WASHOUT FACILITY TO INFORM CONCRETE EQUIPMENT OPERATORS TO UTILIZE THE PROPER FACILITIES.  WHEN TEMPORARY CONCRETE WASHOUT FACILITIES ARE NO LONGER REQUIRED FOR THE WORK, THE HARDENED CONCRETE SHALL BE REMOVED AND DISPOSED OF.  MATERIALS USED TO CONSTRUCT THE TEMPORARY CONCRETE WASHOUT FACILITIES SHALL BE REMOVED AND DISPOSED OF.  HOLES, DEPRESSIONS OR OTHER GROUND DISTURBANCE CAUSED BY THE REMOVAL OF THE TEMPORARY CONCRETE WASHOUT FACILITIES SHALL BE BACKFILLED AND/OR REPAIRED, SEEDED, AND MULCHED FOR FINAL STABILIZATION. 9. NON-STORMWATER COMPONENTS OF SITE DISCHARGE MUST BE CLEAN WATER.  WATER USED NON-STORMWATER COMPONENTS OF SITE DISCHARGE MUST BE CLEAN WATER.  WATER USED FOR CONSTRUCTION, WHICH DISCHARGES FROM THE SITE, MUST ORIGINATE FROM A PUBLIC WATER SUPPLY OR PRIVATE WELL APPROVED BY THE HEALTH DEPARTMENT.  WATER USED FOR CONSTRUCTION THAT DOES NOT ORIGINATE FROM AN APPROVED PUBLIC SUPPLY MUST NOT DISCHARGE FROM THE SITE.  IT CAN BE RETAINED IN THE PONDS UNTIL IT INFILTRATES AND EVAPORATES.
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1. ALL TEMPORARY EROSION AND SEDIMENT CONTROL MEASURES (I.E. STABILIZED ALL TEMPORARY EROSION AND SEDIMENT CONTROL MEASURES (I.E. STABILIZED CONSTRUCTION ENTRANCES, SILT FENCING, STORM DRAIN INLET PROTECTIONS, ETC.) SHALL BE INSTALLED AS SHOWN ON THE PROJECT PLANS.  TEMPORARY EROSION AND SEDIMENT CONTROL MEASURES SHALL BE CONSTRUCTED, STABILIZED, AND FUNCTIONAL BEFORE SITE DISTURBANCE BEGINS WITHIN THEIR TRIBUTARY AREAS. WETLANDS AND THEIR ASSOCIATED BUFFER AREAS SHALL BE MARKED WITH APPROPRIATE SIGNAGE AND TEMPORARY FENCE SHALL BE INSTALLED TO PREVENT ACCESS TO THESE AREAS. 2. STAKE OUT THE LOCATIONS OF THE LIMITS OF DISTURBANCE, PROPOSED STORMWATER STAKE OUT THE LOCATIONS OF THE LIMITS OF DISTURBANCE, PROPOSED STORMWATER MANAGEMENT POND IMPROVEMENTS, AND IMPROVEMENTS (I.E., ROADWAYS,ETC.) AS INDICATED ON THE PROJECT PLANS. 3. REMOVE TREES, STUMPS, AND VEGETATION WITHIN THE DISTURBANCE LIMITS IN ACCORDANCE REMOVE TREES, STUMPS, AND VEGETATION WITHIN THE DISTURBANCE LIMITS IN ACCORDANCE WITH THE PROJECT PLANS.  ALL STUMPS SHALL BE STOCKPILED FOR EITHER GRINDING IN-PLACE OR REMOVAL FROM SITE.  THE STUMP PILE SHALL BE PROTECTED IN ACCORDANCE WITH THE STOCKPILE DETAIL ON THE PROJECT PLANS AS APPROPRIATE.  STUMP BURIAL IS PROHIBITED. 4. ROUGH GRADE THE SITE.  PLACE SURPLUS MATERIAL IN THE TEMPORARY SOIL STOCKPILE ROUGH GRADE THE SITE.  PLACE SURPLUS MATERIAL IN THE TEMPORARY SOIL STOCKPILE LOCATIONS SHOWN ON THE PROJECT PLANS.   5. CONSTRUCT MODIFICATIONS TO STORMWATER DETENTION POND AND ASSOCIATED FOREBAYS CONSTRUCT MODIFICATIONS TO STORMWATER DETENTION POND AND ASSOCIATED FOREBAYS (WHICH SHALL BE UTILIZED AS TEMPORARY SEDIMENT BASINS).  INSTALL INLET AND OUTLET PROTECTION MEASURES (I.E. RIP-RAP OVERFLOW WEIR(S), CULVERT INLET/OUTLET PROTECTION, ETC.) AND STABILIZE THE AREAS DISTURBED DURING THE CONSTRUCTION OF THE TEMPORARY SEDIMENT BASIN (FOREBAYS). 6. CONSTRUCT ALL SITE UTILITIES AND UTILITY SERVICE CONNECTIONS AS SHOWN ON THE CONSTRUCT ALL SITE UTILITIES AND UTILITY SERVICE CONNECTIONS AS SHOWN ON THE PROJECT PLANS. INSTALL INLET PROTECTION MEASURES AT ALL INLETS AND AT THE ENDS OF ALL EXPOSED STORMWATER PIPES AND RIP-RAP AT THE LOCATIONS SHOWN ON THE PROJECT PLANS. 7. FINISH GRADING AND STABILIZE ALL DISTURBED AREAS.  ALL EROSION AND SEDIMENT FINISH GRADING AND STABILIZE ALL DISTURBED AREAS.  ALL EROSION AND SEDIMENT CONTROL MEASURES MUST BE LEFT IN PLACE TO PREVENT SEDIMENT FROM ENTERING THE MAIN STORMWATER POND UNTIL FINAL STABILIZATION HAS BEEN ACHIEVED.  THE CONTRACTOR SHALL CLEAN ALL CATCH BASINS, MANHOLES, AND DRAINAGE LINES OF ANY ACCUMULATED SILT AND SEDIMENT PRIOR TO FINALIZING THE INFILTRATION AREA. 8. FINALIZE CONSTRUCTION OF THE STORMWATER POND.  REMOVE ANY ACCUMULATED SILT AND FINALIZE CONSTRUCTION OF THE STORMWATER POND.  REMOVE ANY ACCUMULATED SILT AND SEDIMENT FROM THE FOREBAY AREAS WHICH WERE USED AS A TEMPORARY SEDIMENT BASIN DURING CONSTRUCTION. 9. REMOVE ALL TEMPORARY EROSION AND SEDIMENT CONTROL MEASURES.  IMMEDIATELY REMOVE ALL TEMPORARY EROSION AND SEDIMENT CONTROL MEASURES.  IMMEDIATELY STABILIZE THE AREAS DISTURBED DURING THEIR REMOVAL.  ESTABLISH PERMANENT VEGETATIVE COVER AND INSTALL ALL LANDSCAPING AND STORMWATER POND AREA PLANTINGS. 
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